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VACUUM PACKAGING MACHINES 

Non-Chamber Vacuum Packers 
Table Top Design 

 

 
JUNIOR 
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Chamber Vacuum Packers                     
Table Top Design 
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Chamber Vacuum Packers                       
Floor Standing Design 
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Due to a policy of continual improvement the company reserves the right to change 
specifications and design without notice. 

  

                         
VACUUM PACK MACHINES SPECIFICATIONS 

 
JUNIOR 

 

 
Dimensions: 320 x 270 x 170 mm, Seal Bar: 300 mm, 

Vacuum Pump: Q = 1 cu.m/hr (single seal), Voltage: 220V /1/50Hz 
S/350 Dimensions: 380 x 310 x 200 mm, Seal Bar: 350 mm, 

Vacuum Pump: Q = 1cu.m/hr (double seal),Voltage: 220V/1 /50Hz 
S/420 Dimensions: 450 x 380 x 200 mm, Seal Bar: 420 mm, 

Vacuum Pump: Q = 2cu.m/hr (double seal),Voltage: 220V/1 /50Hz 
S/450 Dimensions: 470 x 380 x 235 mm, Seal Bar: 450 mm, 

Vacuum Pump: Q = 5 cu.m/hr, Voltage: 220 V / 1 / 50 Hz 
SC/25 

Body and Chamber 
in Stainless Steel 

Overall Dimensions: 320x390 x400 mm, 
Chamber Size: 260x300 x140H mm, Seal Bar: 250 mm, 
Vacuum Pump: Q = 4 cu.m/hr, Voltage: 220V /1 /5 Hz 

SC/30 
Body and Chamber 

in Stainless Steel 

Overall Dimensions: 370x440x450 mm, 
Chamber Size: 310x350x170H mm, Seal Bar: 300 mm, 

Vacuum Pump: Q = 10 cu.m/hr, Voltage: 220V/1 /50 Hz 
SC/35 

Body and Chamber 
in Stainless Steel 

Overall Dimensions: 420 x 490 x 450 mm, 
Chamber Size: 360 x 400 x 170H mm, Seal Bar: 350 mm 

Vacuum Pump: Q = 12 cu.m/hr, Voltage: 220 V / 1 / 50 Hz 
SC/40 

Body and Chamber 
in Stainless Steel 

Overall Dimensions: 470 x 540 x 450 mm, 
Chamber Size: 410 x 450 x 200H mm, Seal Bar: 400 mm 

Vacuum Pump: Q = 20 cu.m/hr, Voltage: 220 V / 1 / 50 Hz 

SC/45 
SC/45F 

Body and Chamber 
in Stainless Steel 

Overall Dimensions: 520 x 590 x 450 mm (SC/45) 
                                        520 x 590 x 1050 mm (SC/45F) 

Chamber Size: 460 x 500 x 200H mm, Seal Bar: 450 mm 
Vacuum Pump: Q = 20 cu.m/hr. Voltage: 220 V / 1 / 50 Hz 

SC/45-F2 
Body and Chamber 

in Stainless Steel 

Overall Dimensions: 640 x 580 x 1050 mm 
Chamber Size: 560 x 460 x 200H mm, Seal Bar: 2 x 450 mm 
Vacuum Pump: Q = 40 cu.m/hr, Voltage: 220 V / 1 / 50 Hz 

  SC/55-F2 
Body and Chamber 

in Stainless Steel 

Overall Dimensions: 800 x 690 x 1050 mm 
Chamber Size: 720 x 570 x 220H mm, Seal Bar: 2 x 550 mm 
Vacuum Pump: Q = 65 cu.m/hr, Voltage: 380 V / 3 / 50 Hz 
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